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CHAPTER 134.  CONDUCT A DETAILED AIR CARRIER IN-PROCESS/TASK 
INSPECTION/TEAM EVENT OF SUBSTANTIAL MAINTENANCE 

PROVIDERS 

SECTION 1.  BACKGROUND 

1. PROGRAM TRACKING AND REPORTING 
SUBSYSTEM (PTRS) ACTIVITY CODES. 

B. The aviation safety inspector (ASI) will verify the 
processes and procedures, required by each air carrier’s 
CAMP all followed by the SMP as identified each air 
carrier’s operation specifications (OpSpec) D091 
subparagraph (a).  

A. Maintenance:   

• Regional Directed Detailed Air Carrier In-
Process/Task Inspection/Team Event: 3082 C.  This inspection will ensure that the SMP will 

perform all work IAW each air carrier’s CAMP. This means 
each air carrier’s outsource maintenance program has methods 
or procedures that ensure the programs meet the requirements 
of their CAMP.  The CAMP minimum requirements are listed 
in FAA Order 8300.10, Vol. 2, and Ch.  64.  

• Teamed Event (Pending): 3615 

B. Avionics:   

• Teamed Event (Pending): 5615 
D. Order 8300.10, Vol. 2, Ch. 69 requires each air 

carrier to review, evaluate, accept/reject, and authorize the 
specific Outsource Maintenance Provider (OMP) programs 
and facility Standard Operating Procedures (SOP) to ensure 
that the work is performed IAW its outsource maintenance 
program.  The manual necessary to ensure compliance with 
each air carrier’s CAMP must be made available to the SMP.   

• Non-ATOS Air Carrier: 5640 

3. OBJECTIVE.  This chapter provides guidance 
to the Regional Flight Standards Divisions (RFSD) 
and to the Title 14 of the Code of Federal Regulations 
(14 CFR) part 121air carrier teams that will be 
responsible for conducting a detailed in-process/task 
inspection.  This inspection is part of the comprehensive 
repair station oversight system and is driven by the national 
program guidelines (NPG).  Participation of team members 
will be by regional invitation.  This inspection will use data 
based analysis and risk management principals and is 
dynamic in nature. 

E. A program review of the air carrier OMP program 
contained in the CAMP should be accomplished prior to 
conducting this Detailed In-Process/Task Inspection. All 
findings found during the air carriers evaluation of the SMP 
programs and their facility SOP must be identified or 
corrected prior to this teamed event being started.  Section 
121.363 primarily states that the air carriers are responsible 
for all work accomplished on the aircraft; therefore, the air 
carriers must ensure that the SMP follows the work scope as 
provided by the air carrier.  Furthermore, both the air carrier 
and the  SMP demonstrate to the ASI that the SMP 
programs, personnel, equipment, and facilities have been 
evaluated and accepted by the air carriers and the procedures 
are followed. The accomplishments of the above 
requirements are necessary if aircraft are to be properly 
returned to service, airworthy condition, and maintained 
without deviating from the air carrier’s CAMP.   

5. GENERAL.  Once a repair station inspection is 
completed, all air carrier certificate-holding district offices 
(CHDO) utilizing the repair station should consider the 
results of the audit when determining the outsourcing risks 
for the air carriers.  This Air Carrier In-Process/Task 
Inspection/Team Event is regionally sponsored and should 
be dynamic enough to satisfy all yearly-required inspections.  
Unless a principal inspector (PI) has other issues based on 
risk assessments, this annual inspection requirement should 
be satisfied. 

A. Detailed In-Process/Task Inspection will verify that 
the Substantial Maintenance Provider (SMP) is following the 
air carriers Continuous Airworthiness Maintenance Program 
(CAMP) and will be verified through the observation of step-
by-step processes and procedures. 

7. SCOPE.  

A. This team focused in-depth inspection program, 
was developed as part of the “Enhanced Repair Station and 
Air Carrier Outsourcing Oversight System.” The FAA 
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recognizes that often times, a team inspection is more 
effective; this is due to the complexity of the FAA 
surveillance system.  The team inspection is larger in scope, 
and has more depth and time to accomplish the FAA 
surveillance goals.  “R” items are initiated IAW the 
requirements of the NPG. Presently, the exact number of 
repair stations that will receive an “R” item, per region will 
be set by a handbook bulletin that will be issued by AFS-300; 
however, in the future they will be issued through the NPG.  
“R” items for this inspection will be issued to the RFSD 
managers.  

NOTE This requirement only applies to repair 
stations that appear on at least one 14 CFR part 121-
Air Carrier’s OpSpec D091, Substantial 
Maintenance Provider. 

B. The Flight Standards Regional Manager will 
forward the “R” item to the Regional Branch Manager with 
coordination responsibilities for 14 CFR part 145 Repair 
Stations.  This “R” item inspection is issued for part 145 
Repair Stations and the scope has been focused to ensure that 
the part 145 Repair Station is performing maintenance IAW 
the air carrier’s CAMP.  The inspection will cover repair 
stations, which has a class or limited rating for airframes and 
power plants. The Regional Branch Manager’s staff will only 
schedule these inspections for repair stations that appear on at 
least one or more 14 CFR part 121 Air Carriers 
OpSpecD091.  This will be an annual requirement and 
selected air carrier team members could be from a Flight 
Standards District Office (FSDO), or Certificate 
Management Office (CMO).  

C. The detailed Air Carrier In Process/Task Inspection 
/Team Event is designed to be dynamic.  It may be utilized as 
a NPG planned item to be used for regional requirements, 
such as previous surveillance efforts, allegations of improper 
maintenance, or component failure trends.  Inspections based 
on these reasons should be just as comprehensive and in-
depth as the “R” item.  The team in-process inspection is 
designed to aid the RFSD in determining the repair stations 
ability to follow a work scope comply with process specs, 
follow shop manuals, and following each air carrier’s CAMP 
requirements. Once this inspection is completed the FAA 
will have first hand knowledge of the Repair Stations 
compliance status.   

D. Team Composition.  The size and complexity of the 
in-depth inspection will determine the composition of the 
team.  The team event is comprised of an experienced air 
carrier team leader and as many experienced and trained air 

carrier ASI as necessary to complete the inspection within a 
reasonable period.  The regional branch manager will secure 
the team leader and must carefully consider the qualifications 
of each of the team members.  To be selected as a team lead 
the ASI should have at least two years experience as either an 
air carrier PI, air carrier Assistant PI or an air carrier Partial 
Program Manager. All team members should have had the 
training and experience as an air carrier ASI. It is desirable to 
have the repair station PI serves in an advisory capacity 
utilizing their knowledge and expertise of the assigned repair 
station. Inspectors that do not meet the experience 
requirements may be assigned for training purposes but no 
more than one per team. 

9. INSPECTOR RESPONSIBILITIES. In preparation the 
team lead and team members should familiarize themselves 
with the following: 

• The applicable 14 CFR, part 121 air 
carriers’ OpSpecs, CAMP, General 
Maintenance Manual and other manual 
procedures that cover work scope for the 
item or items that are going to be tracked 
through the facility being process through 
the facility 

• The applicable 14 CFR, part 145, Air 
Agency Opspec ratings, limited ratings, 
limited specialized services, and process 
specifications and its Capabilities List, if 
applicable 

• Order 8300.10, Volume 2, Chapter 64, 
Evaluate Continuous Airworthiness 
Maintenance Program 

• 8300.10, Vol. 2, Ch. 69, Evaluate 
Part 121/135 Outsource Maintenance 
Arrangement 

• Special Federal Aviation Regulations 
(SFAR) 36 authority, as applicable 

• Supplemental Type Certificates (STC) and 
Parts Manufacturer Approval (PMA), as 
applicable 

• Federal Aviation Administration (FAA) 
Form 8110-3, Designated Engineering 
Representative Data Approval, as 
applicable 
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• FAA Form 337, Major Repair and 
Alteration 

• Advisory Circular (AC) 120-16D, Air 
Carrier Maintenance Programs, as 
applicable 

• Review previous ATOS records, including 
completed EPI records that were 

performed by the air carriers utilizing this 
specific OMP 

• Review SPAS Repair Station Assessment 
Module (RSAM) for past findings and 
flags 

• Review PTRS completed records  
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SECTION 2.  PROCEDURES  

(5) The teamed event should utilize the ATOS data 
collection tools to review all aspects of the work from the 
time it is received until it is returned to service and is 
accomplished IAW the carrier’s CAMP.  (Ref. 14 CFR §§ 
121.363, 121.367, and 145.205.  

1. PREREQUISITES AND COORDINATION 
REQUIREMENTS. 

A. Prerequisites: 

• Knowledge of the regulatory requirements of  
14 CFR parts 43, 121, and 145, as applicable (6) A detailed process inspection as outlined in 

Order 8300.10 vol. 3, ch. 8, will involve varying degrees of 
complexity.  At times there may be a need for coordination 
with other offices (i.e., AEG, ACO, CMO, CMU, FSDOs, 
etc.), for clarification of procedures and processes. 

• Knowledge of each applicable air carrier’s 
Continuous Airworthiness Maintenance 
Program (CAMP)  

• Successful completion of Airworthiness 
Inspectors Indoctrination Course(s) or previous 
equivalent 

3. REFERENCES, FORMS, AND JOB AIDS. 

A. References (current editions): 

B. Team Event Organization and Coordination. • Operations specification of both the air agency 
and air carrier, as applicable 

(1) The Regional Flight Standards Manager with 
oversight responsibilities of the targeted SMP will secure a 
qualified team leader.   

• Order 8300.10, Vol. 2, Ch. 69, Evaluate Air 
Carriers Outsource Maintenance Arrangement 

(2) The PIs of the targeted SMP may be assigned 
in an advisory capacity to assist the team leader. If the repair 
station PI is an advisor to the team, the PIs should attend all 
team meetings and be an integral part of the teams functions 
and discussions.  The PI should provide support, information, 
and counsel to the team and in addition, assist the team 
leader.  However, to restrict conflicts of interest the PI will 
remember their role is advisory in nature only.   

• 8300.10, Vol. 3, Ch. 8. Conduct a 
Detailed/Process Inspection 

• 8300.10, Vol. 3, Ch. 133, Evaluation of ATOS 
1.3.7 Outsource System Design 

• Applicable air carrier’s CAMP 

• Process specifications, if applicable 
(3) The Regional Flight Standards Branch 

Manager and/or his staff will secure the team leader, 
determine the number of inspectors required, and secure 
team members and provide the team leader a list of the air 
carriers that utilize the targeted SMP.  The team is to be 
comprised of part 121 air carrier inspectors from the assigned 
CHDOs that provide oversight for the air carriers that use this 
SMP.   

• All applicable air carrier required maintenance 
manuals such as Fleet specific Manufacturer’s 
Maintenance Manuals, Engineering Orders, 
Standard Practices Manuals, General 
Procedures Manuals and all other as required 
by the part 121 air carrier’s CAMP 

• All applicable air carrier’s outsource 
maintenance program (4) The team leader will evaluate all necessary data 

prior to the team event and assign specific duties to be 
accomplished for the evaluation of the data to include but not 
limited to SAI, EPI, SPAS, and PTRS records.  These 
functions should be performed prior to the inspection in order 
for the team leader to make inspection assignments. in the 
appropriate higher risk targeted areas.  

• ATOS: 1.3.7 

B. Forms: 

• Applicable Air carrier Maintenance Forms as 
specified in the air carriers CAMP, such as 
Maintenance Logs, Turn-over Logs, 
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Engineering Orders, Inspection Forms, and 
SFAR 36 forms 

• FAA Form 8110-3, Designated Engineering 
Representative Data Approval 

• FAA Form 337, Major Repair and Alteration 

A. Job Aids.  None. 

5. AIR CARRIER IN PROCESS/TASK 
INSPECTION PROCEDURES. 

A. Prepare for the Inspection.  Accomplish the 
following: 

(1) Identify the in process/task to be inspected. 

(2) Identify the inspection criteria to be used. 

(3) Review for clarity 8300.10, vol. 2, ch. 69, and 
vol. 3, chs. 8, 132 and 133, for additional air carrier outsource 
maintenance systems and procedures. 

(4) Identify and review the air carrier’s outsource 
maintenance procedures, information, guidance, methods 
manuals or documents to be utilized to verify the 
maintenance performed is performed without deviation to the 
specific air carrier’s procedures required by its CAMP. (Ref. 
8300.10, vol. 2, ch. 69, and air carrier’s  
OpSpec D091.) 

(5) This teamed air carrier teamed event will verify 
that the SMP performs each air carrier’s work IAW the 
specific air carriers CAMP. Ensure all air carriers Outsource 
Maintenance Organizational Systems contain the required 
methods or procedures to identify and disseminate those 
portions of its CAMP.  (Ref. 8300.10, vol. 2, ch. 69, and air 
carrier’s OpSpec D091.) 

(6) Therefore it is vital to ensure each air carrier 
outsource maintenance organization methods or procedures 
are easily recognizable, plainly disseminated, and readily 
available.  (Ref. §§ 121.367, 121.369(b)(10), and 121.135.) 

(7) Air carriers may accept different SMP 
programs or process requirements for maintenance, 
preventive maintenance, and alterations. However, the 
manner used by the air carrier to evaluate, accept or reject 
and authorize these programs or process requirements, must 
be contained in the air carrier’s OMP program.  This allows 

the SMP’s accepted programs, processes and procedures to 
become an extension of the part 121 air carrier’s CAMP. 

(8) Inform the ASI team members and appropriate 
personnel as to the in process/tasks to be observed during the 
inspection. 

(9) Review the SMP outsource contracting or 
subcontracting procedures. 

(10) Verify and identify any work that may be 
contracted out by the SMP, to another OMP either 
certificated or noncertificated. The team leader should review 
the name, the certificate number if any, and identify any 
outsource work that is contacted by the SMP and determine 
whether the work performed is IAW the air carrier’s CAMP. 

B. Perform the Inspection.   The following steps are to 
serve as a guide in performing an air carrier in process/task 
inspection.  Certain steps may not be appropriate, depending 
on the complexity of the repair station or operator.   Inspect 
and review the following as applicable: 

(1) Verify the following air carrier outsource 
maintenance work instructions: 

(a) Each carrier’s outsource maintenance 
information including procedures to be utilized in the 
performance and documentation of the specific air carrier’s 
intended maintenance, inspection, repair or overhaul of its 
aircraft, engine, component, or parts is provided by the 
respective air carrier to the SMP IAW its OMP program.  
(Ref. § 121.363.) 

(b) The air carrier’s work instructions reflects 
the proper technical data for the work intended, and provides 
all the information required to complete that work IAW the 
air carrier’s CAMP. (Ref. § 121.367 and OpSpecD091.) 

(c) Documentation at the SMP reveals the air 
carrier has reviewed evaluated and accepted or rejected the 
SMP programs or SOP as evidenced within its CAMP or 
other means described in its CAMP.  

(d) The inspector may request to see the 
current outsource maintenance arrangement acceptance letter 
or other means from the air carrier.  This authorization should 
also be on file at the OMP facility specifying the OMPs 
SOPs that are acceptable, and will be utilized in lieu of the air 
carrier’s own programs.  
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(e) The inspector should insure the SOP’s that 
were not accepted by the air carriers are not utilized, and 
check to insure the air carriers procedures or other methods 
are utilized as stated in the air carriers CAMP.  (Ref. 
 145.205, and 8300.10, vol. 2, ch. 69.) 

(f) That the method of performing routine and 
non-routine maintenances is clearly disseminated by the Air 
carriers Outsource Maintenance Procedures and it is 
followed.  (Ref. § 121.369(b)(1).) 

(g) That support equipment such as, cleaning 
(dip) tanks, high speed balancing equipment, inspection 
equipment, or ovens are inspected, cleaned, maintained, and 
documented as required by the appropriate aircraft, aircraft 
engine, or component manufacturer and is maintained IAW 
the Manufacturer’s Standard Practices Manual and/or the air 
carriers CAMP. (Ref. §§ 121.363, 121.367, and OpSpec 
D091.) 

(h) That the air carrier provides 
documentation reflecting its Continuing Analysis and 
Surveillance System (CASS) ensures the SMP has complied 
with its CASS reporting system and the air carrier has 
methods for corrective actions taken on any deficiencies or 
inadequacies found by the SMP while performing 
maintenance for the carrier. This generally requires the air 
carrier to provide results of audits performed on this SMP, or 
by the SMP providing documentation of their findings and 
corrective actions taken that may be recorded in a log or file. 
(Ref. § 121.373.) 

(i) That all maintenance documentation 
procedures are utilized and completed IAW the air carrier’s 
CAMP unless the air carrier provides within its CAMP other 
specific procedures for outsource maintenance to be 
followed.  This includes but is not limited to, the maintenance 
log discrepancy sheets, required work cards, the inspection 
forms, and the sign-off sheets, shift turn-over logs, parts 
receiving inspection documents and tracking forms, 
maintenance records and procedures.  (Ref.§ 121.380, 
8300.10 vol. 2, ch. 69, and OpSpec D091.) 

(j) That the SMP can provide verification the 
air carrier trained its personnel in a manner equivalent to the 
requirements of the air carrier’s CAMP. This may require 
that SMP personnel attend specific courses and/or maintain 
specific levels of proficiency.  (Ref. § 121.375.) 

(k) That air carrier work instructions or the air 
carrier’s accepted SMP work instructions, inform, guide, and 

detail the functions to be performed, sequence of operations, 
and inspection points to ensure proper handling of articles 
from one station to another through all phases, from the time 
the air carrier’s article is received until it is returned to 
service.  (Ref. §§ 121. 369 (c).) 

(l) That air carrier revisions to work 
instructions have been approved controlled, and incorporated 
by the carrier and the SMP has followed the revised work 
instructions IAW the air carrier’s CAMP. (Ref. §§ 121. 
369(c) and 121.380.) 

(m) That traceability of all maintenance, 
preventive maintenance, and alterations documentation is 
maintained for the completion of all operations and utilized 
IAW the air carrier’s CAMP.  (Ref. § 121.380.) 

(n) Verify how each specific air carrier ensures 
its SMP subcontracted work to another maintenance provider 
is performed IAW that carrier’s CAMP.  (Ref. § 121.363.) 

(o) IAW § 121.373 verify that the air carrier 
has reviewed and evaluated the performance and 
organizational requirements of a SMP  

(p) Verify that the operator’s CAMP 
designates components maintained off aircraft are not RII 
and provides clear Required Inspection Item (RII) procedures 
for the receiving and installation of that component on the 
aircraft.  A component may be classified as an RII while 
installed and maintained on an aircraft and an integral part of 
a critical RII designated system. However, that same 
component when removed and overhauled in an overhaul 
facility may be designated to not be an RII, if specified by 
system and sub system and part nomenclature as required 
within the air carrier’s CAMP. (Ref. 8300.10, vol. 2, ch. 69.) 

(2) Verify the air carrier’s Outsource Inspection 
instructions: 

(a) That the SMP follow the air carriers 
Outsource Maintenance Inspection procedures and the air 
carrier CAMP for other maintenance performed by itself or 
other persons within the maintenance, inspection, repair and 
overhaul process as required by air carrier OpSpec D091 and 
§ 145.205. 

(b) That the air carrier’s method of performing 
routine and non-routine maintenances is followed IAW the 
air carrier’s CAMP.  (Ref. § 121.369(b)(1).) 
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(c) That the air carrier Outsource Maintenance 
Information clearly designates the items that are RII to the 
SMP, and clarifies if this SMP is authorized for, or restricted 
from, the performance of such Required Inspections.  (Ref. 
§ 121.369(b)(2), and air carrier’s OpSpecs (D091.) 

(d) That the air carrier’s method of performing 
RII and has a designation by title of the personnel authorized 
to perform such inspection and are listed, qualified, trained, 
authorized and established IAW the air carrier’s CAMP.  
(Ref. § 121.369(b)(3).) 

(e) That a procedure for the reinspection of a 
previously performed required inspection (buy-back 
procedures) are followed IAW the air carrier’s CAMP.  (Ref. 
§ 121.369(b)(4).) 

(f) That procedures, standards, and limits 
necessary for required inspections and the acceptance or 
rejection procedures IAW the air carrier’s CAMP. (Ref. § 
121.369(b)(5).) 

(g) That all required inspections have been 
performed prior to final acceptance of the completed aircraft, 
airframe, aircraft engine, component or part there of IAW the 
air carrier’s CAMP. (Ref. § 121.369(b)(6).) 

(h) The RII Inspector who performed the RII 
inspection is not the person that performed the work. Ref. 
121.369(b)(7).) 

(i) That instructions and procedures to 
prevent any decision of an inspector regarding a required 
inspection from being countermanded by persons other than 
those specified by the air carrier are followed IAW the air 
carrier CAMP.  (Ref. § 121.369(b)(8).) 

(j) That work not completed by shift change 
or other interruptions are properly documented (turnover log) 
and completed before the aircraft is returned to service. (Ref. 
§ 121.369(b)(9).) 

(k) That those assemblies that are required to 
be inspected for conformity before closure, are listed on 
inspection cards, scheduled maintenance, and unscheduled 
maintenance cards and the cards are utilized IAW the air 
carrier’s CAMP.  (Ref. § 121.363 and air carrier’s OpSpec 
D091.) 

(l) That required inspection personnel; 
procedures, realm of responsibility and authority must be 

organized in a manner to separate the required inspection 
functions from the other maintenance functions.  (Ref. 
§ 121.365.) 

(m) That the air carrier’s CASS has performed 
its initial audit and all discrepancies corrected prior to the 
SMP being utilized. Verify that the air carrier’s CASS 
demonstrates discrepancies found by the SMP are corrected.  

(3) Verify air carrier’s Data at the SMP: 

(a) That all applicable air carrier outsource 
maintenance documentation and guidance including but not 
limited to maintenance instructions, engineering orders, air 
carrier aircraft fleet specific maintenance manuals, inspection 
procedures overhaul manuals, standard practices manuals, 
structural repair manual are all current with proper revisions 
and dates, and maintained IAW the air carrier’s CAMP.  
(Ref. § 121.367. ) 

(b) Verify that all inapplicable, inappropriate, 
illegible, or obsolete data is removed from areas of potential 
use IAW the air carrier’s CAMP.  (Ref. § 121.363 and 
OpSpec D091.) 

(c) Verify that nondestructive inspection 
(NDI) processes are reviewed for conformance with the air 
carrier’s CAMP.  (Ref. OpSpec D091.) 

(d) That process specification changes are 
submitted to the FAA for evaluation and approval, and 
accepted by the air carrier’s CAMP  (Ref. OpSpecs, D091.) 

(e) That tags, forms, and other documents 
used are controlled and reviewed, evaluated and accepted or 
rejected and the proper air carrier documentation is available 
to ensure all tags forms and other documents are IAW the air 
carrier’s CAMP  (Ref. OpSpec D091.) 

(4) Major repairs and alterations, to verify:  

(a) The air carrier’s methods and/or procedures 
to determine if the repair is a major or minor are followed.  
(Ref. OpSpec D091.) 

(b) If the task involved a major repair or major 
alteration, that air carrier approved data was used to 
accomplish the task.  (Ref. OpSpec D091.) 

(c) The air carrier’s SFAR 36 data is used for 
major repairs and has been approved by authorized 
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individuals referenced in the air carrier’s SFAR 36 
procedures manual in the carrier’s CAMP. (Ref. OpSpec 
D091, and SFAR 36.) 

individuals referenced in the air carrier’s SFAR 36 
procedures manual in the carrier’s CAMP. (Ref. OpSpec 
D091, and SFAR 36.) 

(d) The scope of the SFAR 36 authority has 
not been exceeded and is incorporated IAW the air carrier’s 
CAMP.  (Ref. OpSpec D091, and SFAR 36.) 

(d) The scope of the SFAR 36 authority has 
not been exceeded and is incorporated IAW the air carrier’s 
CAMP.  (Ref. OpSpec D091, and SFAR 36.) 

(e)  The Designated Engineering 
Representative (DER)-approved data has been documented 
on FAA Form 8110-3, and is utilized IAW the air carrier’s 
CAMP.  (Ref. OpSpec D091.) 

(e)  The Designated Engineering 
Representative (DER)-approved data has been documented 
on FAA Form 8110-3, and is utilized IAW the air carrier’s 
CAMP.  (Ref. OpSpec D091.) 

(f)  The DER is authorized by the responsible 
Aircraft Certification Office (ACO) to approve the data and 
the data is utilized IAW the air carrier’s CAMP.  (Ref. 
OpSpec D091.) 

(f)  The DER is authorized by the responsible 
Aircraft Certification Office (ACO) to approve the data and 
the data is utilized IAW the air carrier’s CAMP.  (Ref. 
OpSpec D091.) 

(g)  All work performed by the original SMP 
or sub-contracted OMP is performed IAW the air carrier’s 
CAMP.  (Ref. OpSpec D091.) 

(g)  All work performed by the original SMP 
or sub-contracted OMP is performed IAW the air carrier’s 
CAMP.  (Ref. OpSpec D091.) 

(5) Materials/parts, to ensure that: (5) Materials/parts, to ensure that: 

(a)  The materials, test records, and standards 
used in NDI are identified and controlled and utilized IAW 
the air carrier’s CAMP. (Ref. OpSpec D091.) 

(a)  The materials, test records, and standards 
used in NDI are identified and controlled and utilized IAW 
the air carrier’s CAMP. (Ref. OpSpec D091.) 

(b)  All materials, parts, components are 
received, inspected, identified, shipped, handled and/or stored 
IAW the air carrier’s CAMP prior to the materials/parts 
being used. (Ref. § 145.205, and OpSpec D091.) 

(b)  All materials, parts, components are 
received, inspected, identified, shipped, handled and/or stored 
IAW the air carrier’s CAMP prior to the materials/parts 
being used. (Ref. § 145.205, and OpSpec D091.) 

(c)  There is traceability of material or parts 
received from distributors and that the records of receiving 
inspection data are retained and list the name, part number, 
quantity, and inspection results IAW the air carrier’s CAMP. 
(Ref. § 145.205, and OpSpec D091.) 

(c)  There is traceability of material or parts 
received from distributors and that the records of receiving 
inspection data are retained and list the name, part number, 
quantity, and inspection results IAW the air carrier’s CAMP. 
(Ref. § 145.205, and OpSpec D091.) 

(6) Calibrated Tools and test equipment, to verify 
that: 

(6) Calibrated Tools and test equipment, to verify 
that: 

(a)  All special tools, calibrated tools and test 
equipment are identified, maintained, calibrated and used for 
an operation or process when required, are utilized, calibrated 
and maintained IAW the air carrier’s CAMP.  (Ref.  
§ 145.205 and OpSpec D091.) 

(a)  All special tools, calibrated tools and test 
equipment are identified, maintained, calibrated and used for 
an operation or process when required, are utilized, calibrated 
and maintained IAW the air carrier’s CAMP.  (Ref.  
§ 145.205 and OpSpec D091.) 

(b)  Calibration records are maintained for all 
tools and test equipment requiring calibration IAW the air 
carrier’s CAMP.  (Ref. § 145.205 and OpSpec D091.) 

(b)  Calibration records are maintained for all 
tools and test equipment requiring calibration IAW the air 
carrier’s CAMP.  (Ref. § 145.205 and OpSpec D091.) 

(c)  The SMP personnel performing the above 
special or calibrated tool functions (6) (a) and (b) above are 
trained appropriately for their assignments IAW the air 
carrier’s CAMP. (Ref. § 145.205 and OpSpec D091.) 

(c)  The SMP personnel performing the above 
special or calibrated tool functions (6) (a) and (b) above are 
trained appropriately for their assignments IAW the air 
carrier’s CAMP. (Ref. § 145.205 and OpSpec D091.) 

7. TASK OUTCOMES.  7. TASK OUTCOMES.  

A. Brief the findings, concerns, and possible 14 CFR 
violations to the PI and Office Manager, with Certificate 
Management responsibilities of the SMP in person or via 
telecom as required. 

A. Brief the findings, concerns, and possible 14 CFR 
violations to the PI and Office Manager, with Certificate 
Management responsibilities of the SMP in person or via 
telecom as required. 

B. Brief the findings, concerns, and possible 14 CFR 
violations with the Substantial Maintenance Provider 
inspected. 

B. Brief the findings, concerns, and possible 14 CFR 
violations with the Substantial Maintenance Provider 
inspected. 

C. Brief the findings, concerns and possible 14 CFR 
violations for each of the specific Air Carrier’s PIs separately 
in person or via telecom as required. 

C. Brief the findings, concerns and possible 14 CFR 
violations for each of the specific Air Carrier’s PIs separately 
in person or via telecom as required. 

D.  Document Task.   D.  Document Task.   

(1) Report finding to the Office Manager with 
certificate management responsibilities for the Substantial 
Maintenance Provider, and one copy to the Regional Office.  
Record findings IAW ATOS/PTRS requirements 

(1) Report finding to the Office Manager with 
certificate management responsibilities for the Substantial 
Maintenance Provider, and one copy to the Regional Office.  
Record findings IAW ATOS/PTRS requirements 

(2) Team leader to file 3082 PTRS for this Teamed 
Event inspection. 

(2) Team leader to file 3082 PTRS for this Teamed 
Event inspection. 

(3) Team Members to file 1.3.7 EPI Outsource 
Maintenance for all ATOS inspections performed. 

(3) Team Members to file 1.3.7 EPI Outsource 
Maintenance for all ATOS inspections performed. 

(4) Team Members to file 3640/5640 for all non-
ATOS inspections performed. 

(4) Team Members to file 3640/5640 for all non-
ATOS inspections performed. 

(5) Regional branch manager will close the 3082 
“R” item in OASIS.  The PTRS will be closed with a Closed 
(C) and Information (I).  In the comment block IV, enter the 
detailed in process/task inspection/team event. 

(5) Regional branch manager will close the 3082 
“R” item in OASIS.  The PTRS will be closed with a Closed 
(C) and Information (I).  In the comment block IV, enter the 
detailed in process/task inspection/team event. 

9. FUTURE ACTIVITIES.  Normal surveillance.9. FUTURE ACTIVITIES.  Normal surveillance.
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